PSWD112 



sirrple setup guide 



thSnk yCMJ for choosi ng J BL For more 
than 50 years, J BL has been involved in every 
aspect of rrusic and f i I m recordi ng and reproduc- 
tion, from live perforrrances to the recordings you 
play in your home, car or office. 

\Ae're confident that the J BL loudspeaker you have 
chosen will provide every note of enjoyment that 
you expected - and that when you thi nk about pur- 
chasing additional audio equipment for your home, 
car or office, you will once again choose J BL 

Please take a moment to complete the enclosed 
profile card. It enables us to keep you posted on 
our latest advancements, and helps us to better 
understand our customers and build products that 
meet their needs and expectations. 



J BL Consumer Products 



read f i ISt! I iiyoitai* Safety Precautions! 



CAUTION 



RISK OF ELECTRIC SHOCK 
DO NOT OPEN 



CAUTION: To prevent electric shock, 
do not remove the grounding plug 
on the power cord, or use any plug 
or extension cord that does not have 
a grounding plug provided. 
Make certain that the 
AC outlet is properly grounded. 
Do not use an adapter plug 
with this product. 



.4 

risk of electric 

A 



T'io lighinrg 'lash with arrowhead symbol, 
within an equilateral triangle, is intended to 
alert the user lo the presence ot uninsulated 
"dangerous voltage" within the product's 



iclamalion point within an equilal 
ice of important operating and 



1. Read Instructions. All 

the safety and operati ng 
instructions should be 
read before the product i s 
operated. 

2. Retain Instructions. The 

safety and operating instruc- 
ti ons shoul d be retai ned for 
future reference 

3. Heed VNarnings. All wam- 
i ngs on the product and i n 
the operati ng i nst ructions 
should be adhered to. 

4. Fbl low Instructions. All 

operating and use instruc- 
ti ons shoul d be f ol I owed. 

5. Water and l^bisture. The 
product should not be used 
near water - for example, 
near a bathtub, washbowl, 
kitchen sink, laundry tub, in 
a wet basement or near a 
swimming pool, and the like 



6. Accessories. Do not place 
thi s product on an unstabl e 
cart, stand, tripod, bracket 
or table The product may 
fal I , causi ng sen ous i nj ury to 
a child or adult, and serious 
damage to the product. Use 
only with a cart, stand, tri- 
pod, bracket or table recom- 
mended by the manufacturer, 
or sold with the product. 
Any mounting of the product 
should follow the manufac- 
turer's instructions, and 
shoul d use a rrounti ng 
accessory recommended by 
the manufacturer. 

7. Mall or Ceiling 
Mounting. The product 
should be mounted on a 
wal I or cei I i ng only when 
and as recommended by the 
manufacturer. 

8. Ventilation. Sots and 
openings in the cabinet are 
provided for ventilation and 
to ensure reliable operation 
of the product and to protect 
it from overheating, and 
these openi ngs must not be 
blocked or covered. The 
openings should never be 
blocked by placing the prod- 
uct on a bed, sofa, rug or 
other si rri I ar surface Thi s 
product should not be placed 
in a built-in installation 
such as a bookcase or rack 
unless proper ventilation 

i s provi ded or the manufac- 
turer's instructions have 
been adhered to. 



9. Heat. The product should 
be situated away from heat 
sources such as radi ators, 
heat regi sters, stoves or 
other products that produce 
heat. If placed near an 
amplifier, check with 

the manufacturer for 
applicability. 

10. Power Sources. This 
product shoul d be operated 
only from the type of power 
source i ndi cated on the 
marki ng I abel . I f you are not 
sure of the type of power 
supply to your home, consult 
your product deal er or I ocal 
power company. For products 
i nt ended to operate from 
battery power, or other 
sources, refer to the 
operating instructions. 

11. Grounding or 
Polarization. This product 
may be equipped with a 
polarized altemati ng- current 
I i ne plug (a pi ug havi ng one 
blade wider than the other). 
This plug will fit into the 
power outlet only one way. 
This is a safety feature If 
you are unable to insert the 
plug fully into the outlet, try 
reversing the plug. If the 
plug should still fail to fit, 
contact your electrician to 
replace your obsolete outlet. 
Do not defeat the safety pur- 
pose of the polarized plug. 



12. Power-Gord Protection. 
Power-supply cords should 
be routed so that they are 
not I i kely to be wal ked on or 
pinched by items placed 
upon or against thern pay- 
ing particular attention to 
cords at plugs, convenience 
receptacles and the point 
where they exit from the 
product. 

13. Cleaning. Unplug this 
product from the wal I outlet 
before cleaning. Do not use 
liquid cleaners or aerosol 
cleaners. Use a damp cloth 
for cleaning. 

14. Nonuse Periods. The 
power cord of the product 
should be unplugged from 
the outlet when left unused 
for long periods of time. 

15. Lightning. For added 
protection for this product 
during a lightning storm, or 
when it is left unattended 
and unused for long periods 
of time, unplug it from the 
wall outlet and disconnect 
the antenna or cable system 
Thi s wi 1 1 prevent damage to 
the product due to I i ghtni ng 
and power- 1 i ne surges. 

16. Overloading. Do not 
overload wall outlets, ext en- 
si on cords or i ntegral conve- 
nience receptacles, as this 
can result in a ri sk of f i re or 
electric shock. 



17. Object and Liquid 
Entry. Never push objects of 
any kind into this product 
through openings, as they 
may touch dangerous voltage 
poi nts or short-out parts 
that could result in a fire or 
electric shock. Never spill 
liquid of any kind on the 
product. 

18. Damage Requiring 
Service. Unplug this product 
from the wall outlet and 
refer servicing to qualified 
servi ce personnel under the 
following conditions: 

a. The power-supply cord or 
the plug has been damaged; 
or 

b. Cbjects have fallen onto, 
or liquid has been spilled 
into, the product; or 

c. The product has been 
exposed to rai n or water; or 

d. The product does not 
operate normally when fol- 
lowing the operating instruc- 
tions. Adjust only those con- 
trols that are covered by the 
operating instructions, as an 

i rrproper adj ustment of other 
controls may result in dam 
age and wi 1 1 often requi re 
extensive work by a qualified 
technician to restore the 
product to its normal opera- 
tion; or 

e. The product has been 
dropped, or the enclosure 
damaged; or 



f . The product does not 
appear to operate normally 
or exhibits a marked change 
in performance 

19. Attachments. Do not 
use attachments not recom- 
mended by the product man- 
ufacturer, as they may cause 
hazards. 

20. Replacement Parts. 
Wien replacement parts are 
required, be sure the service 
technician has used replace- 
ment parts specified by 
the manufacturer or that 
have the same characteris- 
tics as the original part. 
Unauthorized substitutions 
may result in fire, electric 
shock or other hazards. 

21. Safety Check. Upon 
completion of any service or 
repai rs to thi s product, ask 
the service technician to 
perform safety checks to 
deterrri ne that the product 
is in proper operating 
condition. 

22. Servicing. Do not 
attempt to service this prod- 
uct yourself, as opening or 
nerrovi ng covers may expose 
you to dangerous voltage or 
other hazards. Refer al I ser- 
vicing to qualified service 
personnel. 
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Placement 



• As a general txie, bass 
response increases as a 
subwoofer is placed closer 
to a wall. Therefore, bass 
output is maximized when 
the subwoofer is placed in 
a comer. 

• It is also lecommended 
that the subwoofer be 
positioned along the 
same wall as the front 



Hookup 



V\hen we designed the 
P3AAD112 powered subwoofer, 
our goal was to offer the user 
the best possible performance 
combined with the most flexi- 
ble and complete installation 
options. Please look over the 
following four examples to 
determine which description 
best matches your system and 
f ol I ow the correspondi ng 
hookup instructions. 

1) If vol* receiver/ amplifier 
has no subvuoofer 
outputs or preamp 
outputs for the left, 
center and right 



Low-frequency sounds are 
normally ormidirectional, 
meaning the listener can't 
tel I where they are generated 
from However, frequencies 
between 75Hz - 150Hz can 
be localized, especially at 
higher volume levels 
Positioning your subwoofer 
as lecomrended will provide 
the rrost natural soundstage 
and imaging from your loud- 
speaker system 



Remember that these are j ust 
guidelines. Si nee every I i sten- 
i ng room is different, J BL 
strongly i^orrrrends experi- 
menting with the positioning 
of your subwoofer to obtai n 
the rrost pleasing results in 
your room Che technique that 
can help you find the ideal 



subwoofer location is to tem- 
porarily place the subwoofer 
near the mai n I i steni ng I oca- 
tion. Then move around the 
room and deterrri ne where you 
hear the most pleasing bass 
performance This would then 
be the i deal I ocati on for the 
subwoofer. 
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Digital Amplification 
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2) If ycur receiver/ amplifier 
has sUbvuoofer outputs 
or prearrp output jacks 
for the left and ricjit 
channels. 



o 



o 



o 
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Digital Amplification 
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RECEIVER/AMPLIFIER 



SUBWOOFER OUT 
LEFT RIGHT 



MAIN SPEAKER OUTPUT 
RIGHT + - - + LEFT 



+ 

RIGHT 
LOUDSPEAKER 



- + 
LEFT 
LOUDSPEAKER 



3) If your receiver/ arrplifier 
has a si ndje ( mono) sub- 
vuoofer output or LFE out- 
put, you may connect the 
output to either the Left 
or Right line-level input 
on the subvuDofer. 
However, to iraxi irize the 
subvuDof eKs performance, 
vue recommend that you 



use a "Y"-oannector ( not 
inducted). Plug the single 
male end of the "V- con- 
nector i nto the subvuoof er 
output on the receiver/ 
amplifier, and connect 
each of the 2 female con- 
necters to an RCA- type 
interconnect cable. Then 
connect the 2 intercon- 



nect cables to the Left 
and Right line-level 
inputs on the PSWDEL12. 

Note: I f your recei ver/ proces- 
sor contai ns DdI by* Dgital or 
DT5® surround processing 
technology then set the 
"Low- Pass" control on the 
180Hz position. 



RECEIVER/PREAMPLIFIER 
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Digital Amplification 



o 



o 



o 



4) If your receiver/ ampli- 
fier has prearrp output 
jacks and main input 
jacks for the left and 
right channels, or yau 
have a separate preamp/ 
processor and 
power amplifier. 
This method of hookup can 
offer the highest level of 
performance for your 
complete loudspeaker system 
The PSWD112 incorporates a 
variable high- pass crossover 
in addition to a variable low- 



pass crossover. \Ahen hooked 
up as shown, the subwoofer 
will limit the low-frequency 
information that is returned 
to your receiver/ amplifier. 
>our receiver/ amplifier does 
not need to waste val uabl e 
power reproducing the low 
frequencies. In addition, 
since no low-frequency 
information is being sent 
to your main loudspeakers, 
they are able to reproduce 
mid and high frequencies 
with greater clarity. 
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Operation 



Rx/uer 

\Anen the unit is plugged in 
and power is on and no signal 
is received, the LED on the 
front of the unit will turn red. 
\Ahen a signal is present, the 
LED will turn green. Note: It 
wi 1 1 take several rri nutes for 
the I FT) to turn from green to 
red after the input signal to 



the subwoof er is rerroved. 
Due to J BL's unique, high-effi- 
dency digital-arrplifier design, 
power consunption is rrinirral 
when the subwoofer is not 
receiving a signal. Of course, 
the subwoofer can be turned 
off, whenever desi red. 



Level Control 

The subwoof er Level Control , 
I ocated on the front panel , 
adj usts the vol urre of the 
subwoof er relative to the rest 
of the system Proper level 
adj ustrrent depends on several 
variables such as room size, 
subwoof er pi acerrent, type of 



Crossover Acf ustments 

Low-Ftes Gbntroi 
The Low- Pass control deter- 
rri nes the hi ghest frequency at 
which the subwoof er reproduces 
sounds. I f your rrai n speakers 
can corrfortably reproduce 
sorre I ow-f requency sounds, 
set this control to a lower 
frequency setti ng, between 
50Hz - 100Hz. This will 
concentrate the subwoofer's 
efforts on the ultradeep bass 
sounds requi red by today's 
f i I rrs and rrusi c. I f you are 
using smaller bookshelf 
speakers that do not extend to 
the lower bass frequences, set 
the low-pass crossover control 
to a higher setting, between 
120Hz - 180Hz. 



90 [ )150 Hi 9 h 

V J Pass 

120 

90 I 1150 
Kn^— fin 



Low 
Pass 



Hi c#> Ftiss Gontrol 

• I f you hooked up your sub- 
woofer as shown i n Hookup 4 
on page 5, you also have 
the capability of adjusting 
the high- pass frequency. 
The High- Pass control 
deterrri nes the frequency at 
which the main speakers 
will start reproducing 
sounds. I f your rrai n speak- 
ers can corrfortably repro- 
duce some low- frequency 
sounds, also set this 
control to a lower frequency 
setti ng, between 50Hz - 
100 Hz. Thi s wi 1 1 concentrate 
the subwoofer's efforts to 
the ultradeep bass sounds, 
whi I e your rrai n speakers 
conti nue to reproduce the 
rrid-bass information. If you 



\Adeo Contour 



rrai n speakers and I i stener 
position. Adjust the subwoof er 
level so that the volume of 
the bass information is pleas- 
i ng to you. 



The video-contour switch, 
located on the front panel, 
optimizes the subwoofer's 
performance for movie listen- 
ing. \Anen the video-contour 
switch is "on," the subwoofer's 
performance i s tai I ored to 
del i ver the i rrpact and 



excitement of today's movies. 
The green LED wi 1 1 ill urn nate 
when the video-contour switch 
is on. 



are using smaller bookshelf 
speakers that do not extend 
to the lower bass frequencies, 
set the high- pass crossover 
control to a higher setting, 
between 125Hz - 180Hz. 
Wth this setting, your main 
speakers wi 1 1 not have the 
burden of reproducing any 
I ow-f requency sounds. 

• I f you hooked up your sub- 
woofer as shown i n Hookup 1 
on page 3, the high- pass 
frequency i s f i xed at 180Hz. 

• I f you hooked up your 
subwoof er as shown i n 
Hookup 2 or Hookup 3 on 
page 4, no hi gh- pass 
control adj ustments can be 
made from the subwoof er. 
Unless your recei ver/ arrpl i - 



fier incorporates a high- pass 
crossover, your rrai n speak- 
ers wi 1 1 conti nue to get a 
f ul I - range si gnal . 

Final adj ustrrent and blending 
of the low-pass and high-pass 
controls may evolve over sev- 
eral listening sessions. A good 
starting point would be to set 
both the low- and high-pass 
controls to the same frequency 
and adjust from that point. 
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180° ( -=tPo° Phase 



The Phase Control deterrri nes 
whether the subwoofer 
speaker's piston-like action 
moves in and out with the 
main speakers, 0°, or opposite 
the rrai n speakers, 180°. There 
i s no correct or i ncorrect set- 
ti ng. Proper phase adj ust merit 
depends on several variables 
such as subwoofer placement 
and listener position. Adjust 
the phase switch to maximize 
bass output at the listening 
position. 



Remember, every system 
room and I i stener i s different. 
There are no right or wrong 
settings; this switch offers 
the added flexibility to adjust 
your subwoofer for opti mum 
performance for your specific 
listening conditions. Should 
you decide to fine-tune your 
system for opti mum 
performance, be patient and 
trust your ears. 1 1 wi 1 1 be 
worth the effort involved to 
f ul I y "tweak" your system 



TirxJjIeshoating 



If you used the high-level 
( speaker) i nputs and there 
is no sound f ram any of the 
speakers: 

• Check that receiver/ amplifier 
i s on and a source i s pi ayi ng. 

• Check that powered sub- 
woofer is plugged in. 

• Check al I wi res and connec- 
tions between recei ver/ arrpl i - 
fier and speakers. Make sure 
al I wi res are connected. Make 
sure none of the speaker wi res 
are frayed, cut or punctured. 

• Review proper operation 
of your recei ver/ amplifier. 



If there is low (or no) bass 
output: 

* Make sure the connections 
to the left and right "Speaker 
I nputs" have the correct 
polarity ( + and -). 

• Make sure that the sub- 
woofer i s pi ugged i nto an 
active electrical outlet. 

* Adjust the crossover point. 

• Flip the Phase Control switch 
to the opposite position. 

* I f you are using a Col by* 
Dgital/DTS® recei ver or 
processor, make sure that the 
subwoofer adj ustments on 
the recei ver/ processor are 
set up correctly. 

• Slowly turn the Level 
Control clockwise until you 
begi n to hear the desi red 
amount of bass. 



If you used the line-level 
inputs and there is no sound 
from the subwoofer: 

• Check that recei ver/ amplifier 
i s on and a source i s pi ayi ng. 

• Check that powered sub- 
woofer is plugged in. 

• Check al I wi res and con- 
nections between receiver/ 
amplifier and subwoofer. Make 
sure al I wi res are connected. 
Make sure none of the wi res 
are frayed, cut or punctured. 

• Review proper operation of 
your recei ver/ amplifier. 

• Slowly turn the Level 
Control clockwise until you 
begi n to hear the desi red 
amount of bass. 

• Make sure that you have 
configured your receiver/ 
processor so that the sub- 
woofer/ LFE output i s on. 
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Specifications 



Amplifier Power ( RfVB) 



PaAAD112 



12" High- Pol yrrer Larrinate 



Inputs 



Li ne Level and Speaker Level 



Outputs 



Li ne Level and Speaker Level 



Law-Ftass Frequency 



Continuously variable from60Hz - 180Hz 



Hgh-F&ss Frequency 



Continuously variable from60Hz - 180Hz 

when using line-level outputs; 

ISOHz when using speaker- level outputs 



Frequency Response 



28Hz - low-pass crossover setting 



Dimensions 



17-1/2 x 17-1/2 x 19-1/8" 
445 x 445 x 486rrm 



Weight 



40 lbs/ 18.2 kg 
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